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Prosese uygun ebatlarda, Grinin(donuk veya taze balik, et, tavuk, meyve, sebze, kuru
gida vb.) cinsine uygun malzemelerden (PVC, PP, PE veya asetal) modiler bant veya
cleandrive-thermodrive bant kullanilarak imal edilir. Uriin niteligine ve proses hattinin
isleyisine bagli olarak motor devri belirlenerek tGrindn istenilen mesafeyi, istenilen
hizda kat etmesi saglanir. Hijyenik ve ergonomik tasarim sayesinde bakim personelinin
planh bakimi kolayca tamamlamasi, uzun sireli Gretim duraksamalarini 6nler. 50° ve
90° olmak lzere 2 farkli model mevcuttur.

Elevatorler, Grind dusuk yukseklikli bir Gretim hattindan Cok Kefeli Teraziye tasimak
ve Urldnun tartilmasiyla birlikte Grinin paketleme ekipmanina tagimasini saglamak igin
tasarlanmistir.

Elevator, Cok Kefeli Teraziyle ile senkronize edilmistir, boylece trlin beslemesinin
tutarli olmasi ve dogru tartimlarin elde edilebilmesi saglanmaktadir.

Manufactured in sizes suitable for the process, using materials appropriate for the
product (frozen or fresh fish, meat, chicken, fruits, vegetables, dry food, etc.)type (PVC,
PP, PE, or acetal) with modular belts or cleandrive-thermodrive belts. Depending on the
product characteristics and the operation of the process line, the motor speed is
determined to ensure that the product covers the desired distance at the desired speed.
Thanks to its hygienic and ergonomic design, it facilitates planned maintenance for
maintenance personnel and prevents extended production downtimes. There are two
different models available: 50° and 90°.

The elevators are designed to transport the product from a low-height production line to
a Multihead Scale and then to the packaging equipment. The elevator is synchronized
with the Multihead Scale, ensuring consistent product feed and accurate weighing.
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