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Paslanmaz celik platform “Cok Kefeli Teraziyi” desteklemek
Uzere tasarlanmistir. Operatérin temizlik, kontrol ve bakim
yapabilmesine ve Urlin beslemesine olanak saglar.

Paketleme platformlari, farkli markalarin Grin grubuna bagl
olarak  6zel olarak tasarlanmaktadir. Platformun tamami
paslanmaz celik 18/8 malzemeden imal edilmis olup, Ergonomik
tasarimi, HACCP standartlarina uyqun, is sagligi & guvenligi 6n
planda tutularak tasarim edilmistir.

Platform, Cok Kefeli Terazi Gzerindeki titresimleri azaltarak tarti
makinesinin hassasiyetini artirir  ve Urtn kaybini minimuma
indirir.

The Multihead Support and Access Gantry is designed to support
Multihead Weighers, allowing operator access to the product
feed location for maintenance and cleaning on the Multihead
Weigher.

Packaging platforms are designed according to your facility.
Manufactured entirely from stainless steel material, they feature
ergonomic design, compliance with HACCP standards, and a
focus on occupational health and safety regulations. The
platform is designed to reduce vibrations through the Multihead
Weigher, which improves the accuracy of the weigher and
therefore reduces product give-away.

Genel Ozellikler
General Specifications

e 304 -316 Kalite Paslanmaz Celik
Kontriksiyon / 304 - 316 Stainless Steel
Construction

e Yiksek Mukavemetli Yapi / High Strength
Structure

¢ Yikanabilir yapi / Washable structure

o (Ozel Tasarim Korkuluk/ Custom Design
Railing

e Moduler yapi/ Modular structure

e Platform Ustu drenaj kanali sayesinde atik
suyu tek bir noktadan tahliye edebilme /
The platform allows drainage of wastewater
from a single point through the drainage
channel on top.

e Egimli ve kaydirmaz merdiven / Sloped and
Non-slip Staircase

« issaghgive givenligine uygun/ In
compliance with occupational health and
safety standards.

e Ergonomik dizayn / Ergonomic design




Paslanmaz Celik Platform Opsiyonel Ekipmanlari
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Paslanmaz Celik Cok Kefeli Terazi Ayak Destek Cergevesi
Stainless Steel CCW Support Frame

Cok Kefeli Terazi destek cercevesi, titresimli besleyicilerin ana platform Uzerine
yerlestirildigi durumlarda platformun altinda kullanilir. Bu, Cok Kefeli Terazi'nin
titresimlerden izole edilmesini saglar ve terazinin hassasiyetinde azalmaya neden
olabilecek titresimleri engeller.

The CCW support frame is used below a platform when vibrator feeders are positioned on
the main platform, this guarantees the CCW is isolated from vibrations which may cause a
reduction in the accuracy of the weigher. It can be incorporated into layouts in conjunction
with access gantries to provide a cost effective solution to the weigher support and
weigher access requirements.

Paslanmaz Celik Kefe Askilig
Stainless Steel Wash Walls

Kefe Yikama Duvarlari, Cok Kefeli Terazi haznelerini temizleme
sirasinda monte etmek igin 0zel olarak tasarlanmistir.
Platformun yan tarafina kolayca monte edilebilen ve Cok Kefeli
Teraziye uyacak sekilde ©zel olarak tasarlanan Kefe Yikama
Duvarlari, hijyenik bir montaj ¢6zimu sunar ve is glicu suresini en
aza indirmek igin stratejik bir konumlandirmaya sahiptir.

Washwalls are designed for the specific purpose of mounting
Multihead Weigher hoppers during cleaning. Easily installed on the
side of the platform and tailored to fit your multihead weigher,
washwalls provide a hygienic mounting solution strategically
positioned to minimize labor time.

Vibrasyon Konveyorleri
Vibration Conveyors

AISI 304 - 316 yiksek vasifli paslanmaz celikten imal edilen,
hijyen ve gida normlarina uygun drlnlerimiz; taneli Urdn
gruplarinin,  birbirinden ayrismasini  sadlayan sistemdir.
Ayarlanabilir hiz sayesinde Grtninlerin titresim ile bir sonraki
proses makinesi veya konveyodrine aktariimasini sadlar.
Mekanik Sarsak ve Manyetik Sarsak olmak Uzere 2 farkli
model mevcuttur. Yapilarinda vibrasyon motorlari ve
sonUmleyici vibrasyon yaylari bulunur.

AISI 304-316 high-quality stainless steel, in compliance with
hygiene and food standards, our products are designed to
separate granular product groups, allowing products to be
transferred to the next processing machine or conveyor with
adjustable vibration feeders that ensure the speed is suitable.
There are two different models available: Mechanical Vibrating
Feeder and Electromagnetic Vibrating Feeder. They
incorporate vibration motors and damping vibration springs in
their structures.
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Prosese uygun ebatlarda, drinidn(donuk veya taze balk, et, tavuk, meyve, sebze, kuru
gida vb.) cinsine uygun malzemelerden (PVC, PP, PE veya asetal) modiler bant veya
cleandrive-thermodrive bant kullanilarak imal edilir. Uriin niteligine ve proses hattinin
isleyisine bagli olarak motor devri belirlenerek Grindn istenilen mesafeyi, istenilen
hizda kat etmesi saglanir. Hijyenik ve ergonomik tasarim sayesinde bakim personelinin
planl bakimi kolayca tamamlamasi, uzun sureli Gretim duraksamalarini énler.
Elevatorler, Grind dusuk yukseklikli bir Gretim hattindan Cok Kefeli Teraziye tasimak
ve UrldnUn tartilmasiyla birlikte Grinin paketleme ekipmanina tagimasini saglamak igin
tasarlanmistir. Elevator, Cok Kefeli Teraziyle ile senkronize edilmistir, boylece trln
beslemesinin tutarli olmasi ve dogru tartimlarin elde edilebilmesi saglanmaktadir.

Manufactured in sizes suitable for the process, using materials appropriate for the
product (frozen or fresh fish, meat, chicken, fruits, vegetables, dry food, etc.)type (PVC,
PP, PE, or acetal) with modular belts or cleandrive-thermodrive belts. Depending on the
product characteristics and the operation of the process line, the motor speed is
determined to ensure that the product covers the desired distance at the desired speed.
The elevators are designed to transport the product from a low-height production line to
a Multihead Scale and then to the packaging equipment. The elevator is synchronized
with the Multihead Scale, ensuring consistent product feed and accurate weighing.

armaL sl Elevator Konveyorleri
nclljsl riyel Qriinler Sanayi w— Iqt/'é ' Elevator Conveyors

Z Elevatér Konveyor 90°
Z Elevator Conveyor 90°

Z Elevatér Konveyérii 50°
Z Elevator Conveyor 50°
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Besleme Helezonu
Screw Feeding Conveyor

Vidali Konveyorin yapisinda rahatlikla Griin yUklenebilmesi ve depolama
icin bir bunker haznesi bulundurulur. Huni ayni zamanda bir Gretim
hattindan beslenebilir ve proseste sonraki eleman durdugunda tampon
gorevinde kullanilabilir. Uretim hatti  baslatildiginda Griin, Gretim
gereksinimlerine uyacak sekilde sabit bir hizda dozlanir. Vidali konveyérler
genellikle toz ve grandllG Grinlerin tasinmasinda kullanilir. Tamamen
kapali sistem olmasi agisindan da tasinmasi zor olan Urin gruplari igin
idealdir.

The Screw Conveyor has an intake hopper to allow product to be loaded
from a bin and stored in the hopper. The hopper can also be fed from a
production line and used as a buffer when the downstream equipment
stops. When the production line is started, the product is metered out at a
constant pace to suit production requirements. Screw conveyors are
commonly used for the transportation of powders and granular products.
Due to being a completely enclosed system, they are ideal for conveying
product groups that are difficult to transport.

Buffer Z Konveyor ve Sulu Depolama Tanki
Buffer Z Conveyor and Storage Tank

500-3000 litre araliginda tanka sahip buffer Z konveyor ve
depolama tanki, Grinin bir kaptan ylklenebilmesine ve o Grindnin
depolanmasina  olanak saglar. Tank bir Uretim hattindan
beslenebildidi gibi ve proseste sonraki ekipmanlar durdugunda bir
tampon olarak kullanilabilir. Uretim hatti calistiginda, konveydr
calisir ve Urin, proses akis Uretim gereksinimlerine uyacak sekilde
dozlanir.

The 500 -3000 litre buffer z conveyors have an intake elevators have
anintake tank to allow product to be loaded from a bin and stored in
the storage tank. The tank can also be fed from a production line
and used as a buffer when the downstream equipment stops. When
the production line starts, the elevator runs and the product is

Diiz ve Doniislii Konveyorler
metered out to suit downstream production requirements. Straight and Radius Conveyors

AISI 304-316 kalite ylUksek vasifli paslanmaz celikten imal
edilen, hijyen ve gida normlarina uygun; prosese gore Urinin
bir yerden baska bir yere tasinmasini saglayan sistemlerdir.
istenilen en ve boyda qgida tiiziigiine uygun olarak, Griindn
cinsine ve calisma ortamina gére PVC, PP, PE veya asetal
malzemeden imal edilmektedir. Uriin niteligine ve proses
hattinin isleyisine bagh olarak motor devir sayisi belirlenerek
Grinun istenilen mesafeyi, istenilen acida ve hizda katetmesi
saglanir.

AISI 304-316  high-quality — stainless  steel systems,
manufactured in accordance with hygiene and food standards,
are designed to transport products from one place to another
in a process. Produced in compliance with food regulations in
the desired width and length, these systems are made using
modular belts (from PVC, PP, PE, or acetal materials) -
cleandrive - thermodrive belts from, depending on the product
type and working environment. The motor speed is determined
based on the product's characteristics and the operation of the
process line, ensuring that the product covers the desired
distance at the desired angle and speed.
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Her tdrli gidanin tesis igerisinde proses hatlarina beslenmesi
amach kullanilir. Uriinlerin hidrolik pistonlar vasitasiyla kollektor
tank icerisine kisa slrede ve kolaylikla devrilmesini saglar. 300-
1000kg arasi Urlnleri prosese besleyebilmektedir. El kumandasiile
kontrol edilmektedir. Su gecirmez elektrik panosu operator
hatalarina karsi acil stop digmesi ve otomatik yavaslatma
bulunmaktadir. Sabit ve mobil olmak Uzere 2 farkh modeli
mevcuttur.

It is used to feed various types of food into the processing lines
within the facility. It enables the products to be quickly and easily
emptied into the collector tank through hydraulic pistons. It has the
capacity to feed products ranging from 300 to 1000 kg into the
process. It is controlled manually with a handheld controller. The
waterproof electrical panel includes an emergency stop button and
automatic slowdown to prevent operator errors. There are two
different models available: fixed and mobile.
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Doner Tabla
Rotary Table (Lazy Susan)

Doner Tabla, bir gida Uretim tesisinin paketleme gereksinimlerine
uyacak sekilde paketlenmis drunleri arabellege almak Uzere
tasarlanmistir. Uriinler, bir paketleme operatori, triinleri bir kutuya
veya kasaya paketleyene kadar donebilecekleri bir tabla olan lazy
susana aktarilr.

The Rotary Table is designed to store packaged products to meet the
packing requirements of a food production facility. The products are
delivered to the table, where they can rotate until a packing operative
is available to pack the product into a box or ¢ packaged products to
meet the packing requirements of a food production facility. The
products are delivered to the table, where they can rotate until a
packing operative is available to pack the product into a box or
crate.rate.

Rulolu Konveyor
Roller Conveyor

Tesis igerisinde biriktirme, depolama ve paketleme hatlarinda
verimi artirmak amaciyla kullanilir. Sase tamamen AISI 304 veya 316
kalite yuksek vasifli paslanmaz c¢elik malzemelerden, tesisin
isleyisine uygun olarak istenilen en, boy ve ebatta imal
edilmektedir. Rulolar 6zel plastikler ve 6zel rulman setlerinden imal
edilmektedir.

It is used to increase efficiency in accumulation, storage, and
packaging lines within the facility. The frame is entirely
manufactured from high-quality AISI 304 or 316 stainless steel
materials, tailored to the desired width, length, and size according to
the operation of the facility. The rollers are made of special plastics
and special bearing sets.

Tel Banth Konveyoér

Wire Belt Conveyor

Konstriuksiyonunun ~ tamami paslanmaz  ¢elik
malzemelerden olusan tel bantli konveyorler; firinlar,
ylkama ve kurutma hatlari, soguk hava depolari gibi
alanlarda tercih edilmektedir. Bu konveyorlerin en
onemli dzellikleri islya karsi dayanikl olmalaridir.

Constructed entirely from stainless steel materials,
wire mesh conveyors are preferred in areas such as
ovens, washing & drying lines, and cold storage
facilities. The most significant feature of these
conveyors is their resistance to heat.
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“Yillarin tecriibesiyle gida sektériinde oncii endiistriyel makine ve

ekipmanlar sunuyoruz.”

“With years of experience, we offer leading industrial machinery and

equipment in the food industry.”
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Fabrika/Factory: 10000 Sokak No:20 AOSB Gigli - IZMIR / TURKEY

Showroom: Sehitler Cad. No 78 Alsancak - IZMIR / TURKEY

Tel: +90 232 3281887 / +90 232 4219194

Email: tamaysan@tamaysan.com - info@tamaysan.com

www.tamaysan.com



